
CW Master Vehicle Fitment Guide—Mounting Bracket

Make Model Sub-Model Start Year End Year
Compatible Roadmaster Exact 

Center Mounting Bracket Comments

Beaver MISC Class A 1989 1994 RBK6

Chevrolet 1500 Van STEERING BOX OUTSIDE FRAME 1971 1995 RBK1

Chevrolet 1500 Van Van/Pick-Up 1995 2004 RBK15

Chevrolet 1500 Van Van/Pick-Up WITH DUAL CROSS MEMBERS 2004 2013 RBK17

Chevrolet 1500 Van Passenger Van 2013 2018 RBK23

Chevrolet 2500 Class C STEERING BOX OUTSIDE FRAME 1971 1995 RBK1

Chevrolet 2500 Class C Class C 1995 2004 RBK15

Chevrolet 2500 Class C Class C WITH DUAL CROSS MEMBERS 2004 2013 RBK17

Chevrolet 2500 Class C Class C 2013 2018 RBK23

Chevrolet 2500 Cutaway STEERING BOX OUTSIDE FRAME 1971 1995 RBK1

Chevrolet 2500 Cutaway Cutaway 1995 2004 RBK15

Chevrolet 2500 Cutaway Cutaway/Van WITH DUAL CROSS MEMBERS 2004 2013 RBK17

Chevrolet 2500 Cutaway Cutaway/Van 2013 2018 RBK23

Chevrolet 2500 Van STEERING BOX OUTSIDE FRAME 1971 1995 RBK1

Chevrolet 2500 Van Van/Pick-Up 1995 2004 RBK15

Chevrolet 2500 Van Van/Pick-Up WITH DUAL CROSS MEMBERS 2004 2013 RBK17

Chevrolet 2500 Van Passenger Van 2013 2018 RBK23

Chevrolet 3500 Class C STEERING BOX OUTSIDE FRAME 1971 1995 RBK1

Chevrolet 3500 Class C Class C 1995 2004 RBK15

Chevrolet 3500 Class C Class C WITH DUAL CROSS MEMBERS 2004 2013 RBK17

Chevrolet 3500 Class C Class C 2013 2020 RBK23

Chevrolet 3500 Cutaway Cutaway 1995 2004 RBK15

Chevrolet 3500 Cutaway Cutaway/Van WITH DUAL CROSS MEMBERS 2004 2013 RBK17

Chevrolet 3500 Cutaway Cutaway/Van 2013 2020 RBK23

Chevrolet 3500 Van STEERING BOX OUTSIDE FRAME 1971 1995 RBK1

Chevrolet 3500 Van Van/Pick-Up 1995 2004 RBK15
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Chevrolet 3500 Van Van/Pick-Up WITH DUAL CROSS MEMBERS 2004 2013 RBK17

Chevrolet 3500 Van Passenger Van 2013 2020 RBK23

Chevrolet 4500 Class C Class C 2013 2020 RBK23

Chevrolet 4500 Cutaway Cutaway/Van 2013 2020 RBK23

Chevrolet G30 CLASS C CUTAWAY 1971 1995 RBK1

Chevrolet Kodiak C4500 Cutaway 2003 2010 RBK5

Chevrolet Kodiak C5500 Cutaway 2003 2010 RBK5

Chevrolet P72-P92 Class A 1996 1997 RBK6

Chevrolet
SILVERADO 1500 
PICK-UP 2WD SUV 1998 2004 RBK15

Country Coach Intrigue Class A 1994 1998 RBK10

Dodge M-300/M-500 Class A 1973 1981 RBK32
To ensure correct fitment, measure the front axle spring U-bolts. If they are 3/4‚Äù diameter: 
Use RBK8. If they are 7/8‚Äù: Use RBK32.

Dodge M-300/M-500 Class A 1973 1981 RBK8
To ensure correct fitment, measure the front axle spring U bolts. If they are 3/4‚Äù diameter: 
Use RBK8. If they are 7/8‚Äù: Use RBK32.

Ford E250 V8 with OEM steering damper 1987 2014 RBK11
Superseded by RBK24. OBS. KS

Ford E250 Van/Pick-Up 1987 2014 RBK24
For V8 models with OEM steering dampener.

Ford E350 Van/Pick-Up 1987 2025 ECB8
For V10 models. For V8 models with OEM steering dampener.

Ford E350 Class C 1987 2025 ECB8
For V8 models with OEM steering dampener.

Ford E350 V-10 1987 2016 RBK11
 Superseded by RBK24. OBS KS

Ford E350 Van/Pick-Up V8 WITHOUT OEM STEERING DAMPENER 1987 2016 RBK2

Ford E350 Van/Pick-Up 1987 2025 RBK24

Ford E350 Class C 1987 2025 RBK24

Ford E350 V8 with OEM steering damper 1989 2016 RBK11
 Superseded by RBK24. OBS KS

Ford E350 Class A Class A 2014 2025 RBK24
For models with OEM steering dampener. 

Ford E350 Class A Class A 2014 2025 RSSC
For V10 models with OEM steering dampener and Thor Axis and Vegas models only. 

Ford E450 Cutaway/Van 1987 2025 ECB8
For V-8 models. For V8 models with OEM steering dampener.

Ford E450 Class C 1987 2025 ECB8

Ford E450 V-10 1987 2016 RBK11
 Superseded by RBK24. OBS. KS
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Ford E450 V8 with OEM steering damper 1987 2016 RBK11
 Superseded by RBK24. OBS KS

Ford E450 Cutaway/Van V8 WITHOUT OEM STEERING DAMPENER 1987 2016 RBK2

Ford E450 Cutaway/Van 1987 2025 RBK24

Ford E450 Class C 1987 2025 RBK24

Ford E450 Class A Class A 1987 2025 RBK24
For models with OEM steering dampener. 

Ford F53 Class A Class A V8 and V10 1989 1999 RBK4
For coaches with V8 and V10 engines.

Ford F53 Class A Class A V10 1999 2016 RBK22
For coaches with V10 engines.

Ford F53 Class A Class A V-10 2017 2019 RBK22
Will not work with coaches over 24,000 lbs GVW. V-10 only.

Ford F53 Class A Class A V-10 2017 2019 RBK25
For coaches over 24,000 lb GVW only. V-10 only.

Ford F53 Class A V-10 Class A V-10 2020 2020 RBK22
For coaches under 23,999 lbs GVW.

Ford F53 Class A V-10 Class A V-10 2020 2020 RBK25
For coaches over 24,000 lbs GVW ONLY.

Ford F53 Class A V-8 2020 2025 RBK29
For 16k-26k models only.

Ford F550 Class A Class A V8 and V10 1989 1999 RBK4
For coaches with V8 and V10 engines.

Ford F550 Class A Class A V10 1999 2016 RBK22
For coaches with V10 engines.

Ford F550 Class A Class A V-10 2017 2019 RBK22
Will not work with coaches over 24,000 lbs GVW. V-10 only.

Ford F550 Class A Class A V-10 2017 2019 RBK25
For coaches over 24,000 lb GVW only. V-10 only.

Ford F550 Class C 2019 2025 RBK28

Ford F550 Truck 2019 2025 RBK28

Ford E350 Class A Class A 2014 2025 ECB8
For V10 models with OEM steering dampener and Thor Axis and Vegas models only.

Ford E450 Class A Class A 1987 2025 ECB8
For models with OEM steering dampener and Thor Axis and Vegas models only.

Ford E450 Class A Class A 1987 2025 RSSC
For V10 models with OEM steering dampener and Thor Axis and Vegas models only. 

Ford E250 Van/Pick-Up V8 WITHOUT OEM STEERING DAMPENER 1987 2014 RBK2

Freightliner Air Suspension SOLID FRONT AXLE 1995 2005 RBK14
Does not fit models with 150 gallon fuel tank. 

Freightliner FL Series FL50,FL60 1991 2002 RBK32
To ensure correct fitment, measure the front axle spring U bolts. If they are 3/4‚Äù diameter: 
Use RBK8. If they are 7/8‚Äù: Use RBK32.

Freightliner FL Series FL50,FL60 1991 2002 RBK8
To ensure correct fitment, measure the front axle spring U bolts. If they are 3/4‚Äù diameter: Use 
RBK8. If they are 7/8‚Äù: Use RBK32.

Freightliner M2 Super C 2003 2025 RBK32
To ensure correct fitment, measure the front axle spring U bolts. If they are 3/4‚Äù diameter: Use 
RBK8. If they are 7/8‚Äù: Use RBK32.
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Freightliner M2 Super C 2003 2025 RBK8
To ensure correct fitment, measure the front axle spring U bolts. If they are 3/4‚Äù diameter: Use 
RBK8. If they are 7/8‚Äù: Use RBK32.

Freightliner MC Chassis 2020 2025 RBK33

Freightliner S2RV 2018 2025 RBK26

Freightliner XC Chassis SOLID FRONT AXLE 2006 2018 RBK18
No XCR chassis.

Freightliner XC Chassis SOLID FRONT AXLE 2006 2018 RBK18
No XCR chassis.

Freightliner XC Chassis V-Ride Class A 2016 2025 RBK18
No XCR chassis.

Freightliner XCM Chassis V-Ride 2020 2025 RBK18
No XCR chassis.

Gillig Diesel Models Cutaway/Van 1994 2006 RBK6

Gillig Gas models Cutaway/Van 1986 1994 RBK6

GMC 1500 Van STEERING BOX OUTSIDE FRAME 1971 1995 RBK1

GMC 1500 Van Van/Pick-Up 1995 2004 RBK15

GMC 1500 Van Passenger Van 2013 2018 RBK23

GMC 2500 Class C STEERING BOX OUTSIDE FRAME 1971 1995 RBK1

GMC 2500 Class C Class C WITH DUAL CROSS MEMBERS 2004 2013 RBK17

GMC 2500 Class C Class C 2013 2018 RBK23

GMC 2500 Cutaway STEERING BOX OUTSIDE FRAME 1971 1995 RBK1

GMC 2500 Cutaway Cutaway/Van WITH DUAL CROSS MEMBERS 2004 2013 RBK17

GMC 2500 Cutaway Cutaway/Van 2013 2018 RBK23

GMC 2500 Van STEERING BOX OUTSIDE FRAME 1971 1995 RBK1

GMC 2500 Van Van/Pick-Up 1995 2004 RBK15

GMC 2500 Van Van/Pick-Up WITH DUAL CROSS MEMBERS 2004 2013 RBK17

GMC 2500 Van Passenger Van 2013 2018 RBK23

GMC 3500 Class C STEERING BOX OUTSIDE FRAME 1971 1995 RBK1

GMC 3500 Class C Class C 1995 2004 RBK15

GMC 3500 Class C Class C WITH DUAL CROSS MEMBERS 2004 2013 RBK17

GMC 3500 Class C Class C 2013 2018 RBK23
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GMC 3500 Cutaway STEERING BOX OUTSIDE FRAME 1971 1995 RBK1

GMC 3500 Cutaway Cutaway 1995 2004 RBK15

GMC 3500 Cutaway Cutaway/Van 2013 2018 RBK23

GMC 3500 Van STEERING BOX OUTSIDE FRAME 1971 1995 RBK1

GMC 3500 Van Van/Pick-Up 1995 2004 RBK15

GMC 3500 Van Cutaway/Van WITH DUAL CROSS MEMBERS 2004 2013 RBK17

GMC 3500 Van Passenger Van 2013 2018 RBK23

GMC 4500 Class C Class C 2013 2018 RBK23

GMC 4500 Cutaway Cutaway/Van 2013 2018 RBK23

GMC G30 Class C and Cutaway 1971 1995 RBK1

GMC Kodiak C4500 Cutaway 2003 2010 RBK5

GMC Kodiak C5500 Cutaway 2003 2010 RBK5

GMC P72-P92 Class A 1996 1997 RBK6

GMC
SIERRA 1500 PICK-
UP 2WD SUV 1998 2004 RBK15

GMC 1500 Van Van/Pick-Up WITH DUAL CROSS MEMBERS 2004 2013 RBK17

International MV Series 2018 2025 RBK31
For MV607 only.

Jeep
GLADIATOR JT 
STOCK OEM W/UP 
TO 32 INCH TIRES

JT 2020 2025 ECB2
For stock OEM Gladiator JTs with up to 32 inch tires only. Does not fit Rubicon models with 
electronic sway bar disconnect.

Jeep
GLADIATOR JT 
W/33 TO 37 INCH 
TIRES AND/OR 
LIFT KITS

JT 2020 2025 ECB2
For Gladiator JTs with 33 to 37 inch tires and/or lift kits only. Does not fit Rubicon models 
with electronic sway bar disconnect.

Jeep
WRANGLER JK 
STOCK OEM W/UP 
TO 32 INCH TIRES

JK 2007 2018 ECB5
For stock OEM Wrangler JKs with up to 32 inch tires only. Does not fit Rubicon models with 
electronic sway bar disconnect.

Jeep
WRANGLER JK 
W/33 TO 37 INCH 
TIRES AND/OR 
LIFT KITS

JK 2007 2018 ECB5
For Wrangler JKs with 33 to 37 inch tires and/or lift kits only. Does not fit Rubicon models with 
electronic sway bar disconnect.

Jeep
WRANGLER JL 
STOCK OEM W/UP 
TO 32 INCH TIRES

JL 2018 2025 ECB2
For stock OEM Wrangler JLs with up to 32 inch tires only. Does not fit Rubicon models with 
electronic sway bar disconnect.

Jeep
WRANGLER JL 
W/33 TO 37 INCH 
TIRES AND/OR 
LIFT KITS

JL 2018 2025 ECB2
For Wrangler JLs with 33 to 37 inch tires and/or lift kits only. Does not fit Rubicon models with 
electronic sway bar disconnect.

Jeep
WRANGLER LJ 
STOCK OEM W/UP 
TO 32 INCH TIRES

LJ 2004 2006 ECB11
For stock OEM Wrangler LJs with up to 32 inch tires only.

Jeep
WRANGLER LJ 
W/33 TO 37 INCH 
TIRES AND/OR 
LIFT KITS

LJ 2004 2006 ECB11
For Wrangler LJs with 33 to 37 inch tires and/or lift kits only.

Jeep
WRANGLER TJ 
STOCK OEM W/UP 
TO 32 INCH TIRES

TJ 1997 2006 ECB11

Jeep
WRANGLER TJ 
W/33 TO 37 INCH 
TIRES AND/OR 
LIFT KITS

TJ 1997 2006 ECB11
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John Deere Motorhome Chassis Class A 1986 1994 RBK32
To ensure correct fitment, measure the front axle spring U bolts. If they are 3/4‚Äù diameter: Use 
RBK8. If they are 7/8‚Äù: Use RBK32.

John Deere Motorhome Chassis Class A 1986 1994 RBK8
To ensure correct fitment, measure the front axle spring U bolts. If they are 3/4‚Äù diameter: Use 
RBK8. If they are 7/8‚Äù: Use RBK32.

Magnum Beaver Coaches Class A 1994 2006 RBK6

Magnum
SAFARI VELVET 
RIDE Class A 1998 2007 RBK10

Magnum
SAFARI WITH 
LEAF SPRINGS Class A 1994 2007 RBK6

Newell NON-IFS Class A 1978 1990 RBK6

Oshkosh K-Line Class A 1980 1995 RBK32
To ensure correct fitment, measure the front axle spring U bolts. If they are 3/4‚Äù diameter: Use 
RBK8. If they are 7/8‚Äù: Use RBK32.

Oshkosh K-Line Class A 1980 1995 RBK8
To ensure correct fitment, measure the front axle spring U bolts. If they are 3/4‚Äù diameter: Use 
RBK8. If they are 7/8‚Äù: Use RBK32.

Oshkosh M-Line Class A 1980 1995 RBK32
To ensure correct fitment, measure the front axle spring U bolts. If they are 3/4‚Äù diameter: Use 
RBK8. If they are 7/8‚Äù: Use RBK32.

Oshkosh M-Line Class A 1980 1995 RBK8
To ensure correct fitment, measure the front axle spring U bolts. If they are 3/4‚Äù diameter: Use 
RBK8. If they are 7/8‚Äù: Use RBK32.

Oshkosh Torsion suspension Class A 1994 1994 RBK6

Oshkosh Z-Line Class A 1980 1995 RBK32
To ensure correct fitment, measure the front axle spring U bolts. If they are 3/4‚Äù diameter: Use 
RBK8. If they are 7/8‚Äù: Use RBK32.

Oshkosh Z-Line Class A 1980 1995 RBK8
To ensure correct fitment, measure the front axle spring U bolts. If they are 3/4‚Äù diameter: Use 
RBK8. If they are 7/8‚Äù: Use RBK32.

RAM 2500 PICK-UP 2018 2025 RBK27

RAM 2500 PICK-UP 2016 2025 ECB7
For 4x4 models only.

RAM 3500 PICK-UP 2016 2025 ECB7
For 4x4 models only.

RAM 3500 PICK-UP 2018 2025 RBK27

Roadmaster Air Ride Class A 2000 2017 RBK6

Roadmaster Monaco EXCEPT DANA SPICER FRONT AXLE 2000 2017 RBK6

Roadmaster
Straight axle leaf 
spring Class A 2000 2009 RBK32

To ensure correct fitment, measure the front axle spring U bolts. If they are 3/4‚Äù diameter: Use 
RBK8. If they are 7/8‚Äù: Use RBK32.

Roadmaster
Straight axle leaf 
spring Class A 2000 2009 RBK8

To ensure correct fitment, measure the front axle spring U bolts. If they are 3/4‚Äù diameter: Use 
RBK8. If they are 7/8‚Äù: Use RBK32.

Spartan EC200 P-LINE 1993 2007 RBK6

Spartan EXP Chassis Class A 2000 2004 RBK6

Spartan
MOUNTAIN 
MASTER NON INDEPENDENT FRONT SUSPENSION 1993 2007 RBK7

Spartan N-Line Class A 1991 2007 RBK7

Spartan WC Series Class A 1999 2006 RBK7
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Tiffin Powerglide 2018 2025 RBK30

Workhorse R Series NON-INDEPENDENT FRONT SUSPENSION 2003 2007 RBK13

Workhorse W Series Chassis Class A W20,W22,W24 2000 2012 RBK13

Workhorse W Series Chassis Class A W16,W18 2006 2012 RBK32
To ensure correct fitment, measure the front axle spring U bolts. If they are 3/4‚Äù diameter: Use 
RBK8. If they are 7/8‚Äù: Use RBK32.

Workhorse W Series Chassis Class A W16,W18 2006 2012 RBK8
To ensure correct fitment, measure the front axle spring U bolts. If they are 3/4‚Äù diameter: Use 
RBK8. If they are 7/8‚Äù: Use RBK32.


